
 

  
 

 

PRECAUTIONS:  This product and the auxiliary materials normally combined with it are capable of producing adverse health effects ranging 

from minor skin irritation to serious systemic effects. None of these materials should be used, stored, or transported until the handling 

precautions and recommendations as stated in the Safety Data Sheets (SDS) for this and all other products being used are understood by all persons 

who will work with the product. Warranty:   All products purchased from or supplied by Bondloc are subject to terms and conditions set out in 

the contract. Bondloc warrants only that its product will meet t h os e  specifications designated as such herein or in other publications. All other 

information supplied by Bondloc is consider accurate but are furnished upon the express condition the customer shall make its own assessment to 

determine the product’s suitability for a particular purpose. Bondloc makes no other warranty, either express or implied, including those regarding 
such other information, the data upon which the same is based, or the results to be obtained from the use thereof; that any product shall be 
merchantable or fit for any particular purpose; or that the use of such other information or product will not infringe any patent. 

 

 

 

 

 

 

 

PRODUCT DESCRIPTION 

B7769 is a fast drying, highly volatile, solvent 

based heavy duty degreaser designed to 

remove dust, greases and oils from brakes, 

clutches and industrial metal parts and 

surfaces.  

 

 USEFUL NOTES  

• Dissolves all greases and dirt  

• Quick Drying & Fast Acting 

• No Rinse Formula 

• 360º rotational valve 

• Eliminates brake squeal 

• Removes lining dust from brakes 

• Non-conductive  

• Acetone, Silicone & Chlorinated 

Solvent-Free 

 

INSTRUCTIONS FOR USE 

Spray from a distance of 25-30cm onto 

contaminated area and wait for cleaner to 

evaporate. Agitation with a brush will assist in 

the removal of heavy or stubborn 

contamination. Flush spray until all 

contamination has been removed, and wipe 

away contaminated cleaner with a soft 

absorbent cloth. Always test brake operation 

after cleaning. Always dispose of 

contaminated materials in a sealable bin to 

prevent fire risk. 

 

Test plastics and paints for compatibility.   

 

STORAGE 

Store product in a dry location and out of 

direct sunlight. Optimal storage : 8°C to 20°C. 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL FEATURES 

 

 

 HEALTH & SAFETY 

 This technical information sheet does not   

 constitute a Safety Data Sheet (SDS). Before   

 using this product ensure you have read and    

 fully understood this products SDS.  

 

 PACKAGING FORMAT 

 Aerosol Can………….600ml 

  

 

 

 

 Appearance   Clear liquid 

 Odour   Light organic solvent odour  

 Contents /   

 Composition 

 A solution of naphtha [petroleum],  

 hydrotreated light in  

 butane/isobutane/propane  

 propellant. 

 Flammability  Flash point below -20 °C  

 Non Volatiles %  

 m/m 

 Nil 

 Active Content %  

 m/m 

 60 - 80 

 Temperature   

 Range  

 For use at ambient temperatures  

 Specific gravity    0.70 – 0.72 

 Solubility   Insoluble in water  

 Storage   8°C to 20°c 


